
TOP 100 

66 x

56,7
kWh

23 ct*

0,8 kWh

TOP 60 

45 x

48,3
kWh

32 ct*

1,1 kWh

TOP 60 TOP 100 

1300 °C
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Our top loaders have a long and economical life.

Each kiln is built with love in our factory in 
Germany. We use the highest quality materials 
we can source in every aspect of the kiln. The kiln 
uses energy efficiently, whilst giving you the best 
firing results.

You can rely on Nabertherm:

• Optimal insulation - thanks to our  
proven insulation concept, we have  
been setting standards in terms of efficiency for 
years

• Shorter cool down times than most 
comparable models – you can fire  
faster and more efficiently

• Our unique controller turns every program 
setting into an intuitive experience

• By installing the finest materials, we  
can minimise the energy demand

• Excellent temperature uniformity  
for optimal and reliable firing results

That‘s what we call sustainability!

Optimal Energy Efficiency 
and Excellent Firing 
Results

*Bisque firing 950 °C, glaze firing 1250 °C. Charge weight 
incl. kiln furniture: Top 60 - 18 kg, Top 100 - 30 kg. 
Calculated energy price: 0,30 €/kWh.

Costs for bisque and glaze firing 
using our models TOP 60 and 
TOP 100 as examples:

Glaze Firing 1250 °C

24 hrs

1300 °C
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