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Pos: 1 /TD/Betrieb_Bedienung/Überschrift - Temperaturregelung (Einzug links) @ 104\mod_1443617452200_51.docx @ 411796 @  @ 1 
 

Temperature Regulation 
Pos: 2 /TD/Betrieb_Bedienung/Ist die Anlage betriebsbereit, kann der Controller 3 programmiert werden. @ 104\mod_1443618238185_51.docx @ 411878 @  @ 1 
 

Once the furnace is ready to operate, Controller can be programmed. 
Pos: 3 /TD/Betrieb_Bedienung/Controller R7 - Grafik @ 104\mod_1443618244128_51.docx @ 411904 @  @ 1 
 

 
Fig. 1: Controller R7 
 

 
Pos: 4 /TD/Betrieb_Bedienung/Controller R7 - Im Display werden zwei Temperaturen angezeigt. Oben steht der momentane Istwert ... @ 104\mod_1443618256796_51.docx @ 411956 @  @ 1 
 

 Two temperatures are shown in the display. 

At the top is the actual value. 

Beneath this is the specified target temperature. 

 

249 °C 
300 

Pos: 5 /TD/Betrieb_Bedienung/Bedienung Temperaturwählbegrenzer (TWB-TWW) Eurotherm 32h8i - Teil 3 - Auslösetemperatur einstellen @ 10\mod_1252480862884_6.doc @ 65739 @  
 
Pos: 5 /TD/Betrieb_Bedienung/Überschrift - Einstellung des Sollwertes (Einzug links) @ 104\mod_1443618262864_51.docx @ 411982 @  @ 1 
 

Setting the Setpoint: 
Pos: 6 /TD/Betrieb_Bedienung/Controller R7 - Einstellung des Sollwertes - Beschreibung @ 104\mod_1443618269198_51.docx @ 412008 @  @ 1 
 

Button Description Display 

   
From the main display: Use    to increase or decrease the setpoint. 
The device applies the new setpoint as soon as the button is released. A brief 
flash indicates that the value is now current. 

         300 °C 

     

249 °C 

Note When delivered, this controller is set as a fixed setpoint controller. But for 
several processes it is important that the temperature is raised slowly for the 
first firing. A ramp function can be set on Controller R 7 for this purpose. 

 

 
Pos: 7 /TD/Betrieb_Bedienung/Überschrift - Einstellung einer Temperaturrampe (Einzug links) @ 104\mod_1443618275188_51.docx @ 412034 @  @ 1 
 

Setting a Temperature Ramp: 
Pos: 8 /TD/Betrieb_Bedienung/Controller R7 - Einstellung einer Temperaturrampe - Beschreibung @ 104\mod_1443618281865_51.docx @ 412060 @  @ 1 
 

Button Description Display 

 

Press  until "SP.RAT" appears in the display.       OFF 

SP.RAT 

   
Use   to set the required heating ramp in °C/min (Example 2 
°C/min) 
Increase the value with  (OFF … 1,9; 2) 
Decrease the value with  (2 … 0,1; OFF) 
Wait 2 seconds until the setting is applied automatically (display flashes 1x). 

           2 

 

OFF 

SP.RAT 

 

Press  to go to the main display. 249 °C 

300  

   
Use   to change a setpoint to the required value. The set rate is used 
only when the setpoint has been changed. The rate can be used for heating or 
cooling. The starting temperature of the rate is always the actual 
temperature. If the target temperature is set below the actual temperature, it 
is a cooling rate. When a rate has started, "RUN" is shown in the display. 
Increase the value with  
Decrease the value with   

249 °C 

300 

 
RUN 

Setpoint (temperature) 

Actual value (temperature) 
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Button Description Display 

Note If the ramp mode is no longer needed, set the parameter "SP.RAT" to OFF 
again. 

 

 
Pos: 9 /TD/Betrieb_Bedienung/Überschrift - Automatische Anpassung der Regelparameter an die Prozesscharakteristik (Einzug links) @ 104\mod_1443618288932_51.docx @ 412086 @  @ 1 
 

Automatic Adjustment of the Control Parameters to the Process Characteristic: 
Pos: 10 /TD/Betrieb_Bedienung/Controller R7 - Automatische Anpassung der Regelparameter an die Prozesscharakteristik-Beschreibung @ 104\mod_1443618295375_51.docx @ 412112 @  @ 1 
 

Button Description Display 

 

Press  for >5 seconds until "Lev1" appears in the display. LEv1 
GOTO 

 

Press  1x until "LEv2" appears in the display and wait for 2 seconds - 
the display changes to "0" 

LEv2 
 

            0 

 

Press  2x until code "2" is displayed and wait 2 seconds. 
(The display returns to the main display) 

2 
 

    550 °C 

 

Press  until "A.TUNE" appears in the display.     OFF 

A.TUNE 

   
Use   to set OFF or ON. 
Change with  (ON) 
Change with  (OFF) 
Wait 2 seconds until the setting is applied automatically (display flashes 1x). 

        ON 

 

OFF 

A.TUNE 

 

Press  until you return to the main display. 249 °C 

300  

   
Use   to set the required temperature in °C (Example 100 °C). 

(During optimization, TUNE flashes in the display). When optimization is 
finished, the determined control parameters are applied automatically. 

       100 °C 

     

0 °C 

 

Press  for >5 seconds until "Lev2" appears in the display. LEv2 
GOTO 

 

Press  1x until "LEv1" appears in the display and wait 2 seconds. 

Input finished. 

 

 
Pos: 11 /TD/Betrieb_Bedienung/Überschrift - Manuelle Anpassung der Regelparameter an die Prozesscharakteristik (Einzug links) @ 104\mod_1443618302723_51.docx @ 412138 @  @ 1 
 

Manual Adjustment of the Control Parameters to the Process Characteristic: 
Pos: 12 /TD/Betrieb_Bedienung/Controller R7 - Manuelle Anpassung der Regelparameter an die Prozesscharakteristik - Beschreibung @ 104\mod_1443618309556_51.docx @ 412164 @  @ 1 
 

Button Description Display 

 

Press  for >5 seconds until "Lev1" appears in the display. LEv1 
GOTO 

 

Press  1x until "LEv2" appears in the display and wait for 2 seconds - 
the display changes to "0" 

LEv2 
 

            0 

 

Press  2x until code "2" is displayed and wait 2 seconds. 
(The display returns to the main display) 

2 

 
        550 °C 

 

Press  until "PB", "TI", "TD" appear in the display 

PB: Proportional Band 

TI: Integral Time 

TD: Differential Time 

5 

 

PB 
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Button Description Display 

   
Set the required parameters with   (Example 10)  

Increase the value with  (OFF/1 … 9; 10) 
Decrease the value with  (10… 2; 1/OFF) 
Wait 2 seconds until the setting is applied automatically (display flashes 1x). 

           10 

 

5 

PB 

 
=== Ende der Liste für Textmarke Inhalt === 

 
 


